
TECHNICAL DATA
•  For condi�ons as per ICH guidelines ( Interna�onal Conference of 
 Harmoniza�on) 25°C - 60% RH/40°C - 75% RH/ 30°C - 65% RH/ 
 25°C - 40% RH/ 40°C - 25% RH/ 30°C - 35% RH.
•  Temperature Range : 10.0°C to 60.0°C 
•  Accuracy/ Uniformity : ± 0.1°C / ± 1°C
•  Humidity Range : 25% to 95% RH 
•  Accuracy/ Uniformity : ± 2% RH / ± 3% RH
•  Temperature / Humidity display : Digital LED 3.5 digit.
•  Control : Microprocessor based PID control Auto tune.
•  Resolu�on : 0.1°C / 1% RH
•  Temperature sensor : PT - 100
•  RH sensor : Direct capacitance type
•  Hea�ng : 'U' shaped tubular heater in stainless steel.
•  Cooling : CFC free Copeland make compressor u�lizing R 134A eco friendly refrigerant, with 

condenser, motor and relay or as per the requirement of customer for higher accuracy.
• Steam injec�on : Boiler with reservoir made of thick stainless steel, with heater, water inlet control, 

low water level safeguard
•  Air circula�on: cooling type fan with impellar / blower and flange type motor.
•  Construc�on : Double wall, outer cabinet mild steel powder coated  and inner chamber stainless 

steel 304 grade, Double door - outer metal body and inner acrylic door.
•  Chamber illumina�on : Fluorescent light with door switch.
•  Castor wheels for easy move ability with minimum weights bearing  of 50kg.
•  Trays : Stainless steel wire mesh heavy duty.
•  Electrical : 230V / 15A / 50 Hz
•  Calibra�on cer�ficate by ERTL - Mumbai with traceability ERTL.

MODEL: LSC-320

STABILITY CHAMBER / ENVIRONMENTAL CHAMBER
/ HUMIDITY CONTROL OVEN 

LABLINE
TM

UNIQUE FEATURES
•  Ergonomic Design

•  Flexible & Space Saving 
   Stability Chamber

•  Superior Func�onality

•  Negligible Maintenance

•  High Temperature Accuracy

•  Be�er Temperature Uniformity

•  Long - Term stability tests

SERVING SINCE 1986 Quality beyond excellence

* Specifications subject to change without notice
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